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Technical specification/
Technische Daten:

Dielectric withstanding

voltage/
Spannungsfestigkeit:

1000 V, 50 Hz 1 min.

Signal contact/
Signalkontakt:

7,5A (UL), 5 A (CSA)

Insulation resistance/
Isolationswiderstand:

>5GQ

Solder cup accepts cable/
Létkelch geeignet fiir Kabel:

AWG 20

Temperature range/

-55°C...+125°C

Temperaturbereich:

Mating cycles/ Quality class 3 = 50
Steckzyklen: Glitestufe 3
Materials/

Werkstoffe:

Contact/ Cu alloy, Au over Ni
Kontakt:

Insulator/ PBT GF UL 94 V-0, green/ griin
Isolierkérper:

Shell/ Steel, Sn over Ni
Gehéuse:
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Part no. / Part marked/| Contact plating/

Art.-Nr. / Bedruckung: Kontakt Veredelung:
Signal contact gold flash over nickel
Signalkontakt: Gold iiber Nickel

3017W2SAMI9A10X | No contact on pos. A1 - A2/
Kein Kontakt an Pos. A1 - A2
E‘@ dim. in mm D-SUB Combination Female 17W2S
Solder cup
0 +0,50 mm DatefDatum Name D-Sub Combination Buchsenleiste 17W2S
general tolerance/ 0,0 + 0,25 mm drawn/| 54 98 9005 |  Lehmenkiihler
Allgemeintoleranz: 0,00  £0,10 mm goz. Létkelch
s xS apPd-/123.08.2005|  Mickenbecker
scale/MaBstab:
dwg no / DIN-
Amphenol |z5. 13K2A1350 A3
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